
 

Inline to Washing Machine 

1. Isolate the water to the system by turning off the washing machine tap. 

2. Release any pressure from the system by loosening either end of the Hose 

Fittings. 

3. Unscrew the Housing in a clockwise direction using the Housing Spanner 

(Figure 1) and take out the used Cartridge. 

4. Dispose of the used Cartridge with regular household rubbish and clean the 

inside of the Housing with clean water (you may use a sterilizing solution). 

5. Place the new Cartridge inside of the Housing. 

6. Ensure that the O’ring in the groove of the Housing is seated correctly and 

well lubricated. Petroleum jelly (Vaseline) may be used, this will prevent    

leaking.  

7. Ensure the Housing is tightened by screwing in an anticlockwise direction    

using the Housing Spanner. 

8. Tighten Hose Fitting released at step 2. 

9. Open up the Washing Machine tap. 

Figure 1 

Figure 2 

You will need to clean the Cartridge periodically depending on the water 

quality and consumption.  

1. Isolate the water to the system by turning off the washing machine 

tap. 

2. Release any pressure from the system by loosening either end of the 

Hose  Fittings (Figure 1). 

3. Unscrew the Housing in a clockwise direction using the Housing Spanner 

(Figure 2) and take out the used Cartridge. 

4. Remove the Filter Cartridge.  

5. Using a hose, clean off the dirt and sediment that has been collected.  

6. Replace the Cartridge and ensure that the O’ring in the groove of the Housing 

is seated correctly and well lubricated. Petroleum jelly (Vaseline) may  be used, 

this will prevent leaking.  

7. Replace the Housing and ensure that it is tightened by screwing in an              

anticlockwise direction using the Housing Spanner. 

8. Tighten Hose Fitting released at step 2. 

9. Open up the washing machine tap. 

10. Check for leaks. 

 


